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No. DoP-IT-HRKM038

Tel. +39-081-3309020 - Web: www.herakem.com

DECLARATION OF PERFORMANCE pursuant to the 
Construction Products Regulation No. 305/2011

4. VVCP systems:

System 4

5. Harmonized standard:
EN 998-1:2016

In Naples, on October 31, 2025

Water absorption:

 Water vapor permeability coefficient                             5÷ 20 µ 

Thermal conductivity (tabulated value)
Durability

Hazardous substances

1. Unique identification code of the product-type:
INTO FR-300

0.54/0.65 W/mÿK
NPD

See SDS

2. Intended uses:

General purpose mortar for internal and external plastering (GP)

3. Manufacturer: 

HERAKEM Srl
Registered office: Via Benedetto de Falco, 16 – 80136 Naples

Plant: Via Salvatore Piccolo, 57 ASI Area –80014 Giugliano in Campania (NA)

Signed for and on behalf of the manufacturer by: Formicola Domenico Antonio (Administrator)

The performance of the product identified above is compliant with the set of declared performances.

ESSENTIAL CHARACTERISTICS PERFORMANCE SPECIFICATION HARMONIZED TECHNICAL

Reaction to fire

Compressive strength

Membership

Class A1

CS III
> 0.3 N/mm² FP:B
W0 EN 998-1:2016

This declaration of responsibility is issued, in accordance with Regulation (EU) No. 305/2011, under the sole responsibility of the manufacturer

identified above.

6. Declared performance:

signature.........................................

http://www.herakem.com/
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CE MARKING

Via Salvatore Piccolo, 57 - ASI Area -
80014 Giugliano in Campania (NA)

www.herakem.com

General purpose mortar for internal and external plastering (GP)

Declaration of Performance No. DoP-IT-HRKM038

EN 998-1:2016

Reaction to fire:
Membership:

Water absorption:

Compressive strength:

Water vapor diffusion coefficient (µ)

Thermal conductivity (tabulated value):

Durability:

Hazardous substances

Class A1

> 0.3 N/mm² - FP:B

W0

CS III

5 ÷20

0.54/0.65 W/m K

NPD

See SDS

Note:

For up-to-date information, please consult the official website. The information in this document may differ from the information on the packaging 

due to printing, updates, or previously distributed packages. Only the most recent online documentation is valid.


