
 

 
 

HERAMASS PRONTO
Special ready-to-use mortar for medium-fast hydration and drying screeds.

CTC25-F7-A1fl

EN 13813

MASSETTI CEMENTIZ
I
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HERAMASS PRONTO is the traditional ready-to-use screed with a “damp earth” consistency, consisting 
mainly of high-strength cements, mineral fillers of selected grain sizes and special additives, mixed together 
according to the scrupulous research of the HERAKEM laboratory. Designed for the construction of floating 
screeds with a thickness between 3.5 and 6 cm, it can also be used to create smaller thicknesses (adherent 
screeds) or to fill the technical spaces necessary to incorporate floor systems and to bring the floors up. 
trampling. The high mechanical strengths, the careful and constant dosage of the components, the high 
dimensional stability, the rapid drying and the excellent workability guarantee the execution of perfect laying 
substrates.

TECHNICAL FEATURES

FIELD OF APPLICATION
HERAMASS PRONTO is used for the construction of both floating and adherent screeds, on new and old slabs, indoors and outdoors in civil or 
industrial settings, for laying tiles, parquet, resilient materials and natural stones. HERAMASS PRONTO is ideal for making heated screeds, where 
the drowning of radiant coils is required. Given the practicality of use, HERAMASS PRONTO is the ideal product for restructuring, especially in areas 
where it is not possible to find aggregates of an appropriate grain size, or in historic centers, where there are no adequate spaces for the storage of 
binders and aggregates. Its technical characteristics also allow it to be used in civil, office, commercial settings, etc.

PREPARATION OF THE SUBSTRATE
In order to lay the HERAMASS PRONTO screed, the substrates must be clean, dry, firm and resistant to compression, free from shrinkage and not 
subject to rising damp; in this case, place a polyethylene sheet between the screed and the slab.

MIX PREPARATION
Mix the powder with clean water in the ratio of approximately 7 ÷ 8% equal to 1.7 ÷ 2 liters of water per 25 kg of product for at least 2 ÷ 3 minutes. 
HERAMASS PRONTO can be prepared with a planetary mixer, screw mixer, in a concrete mixer or with an automatic pressure pump. The mixture 
obtained must have a consistency of "damp earth". Spread the product and level up to the desired level, then compacting it adequately with a plastic 
trowel or with a rotating disc machine. The resulting surface must be homogeneous, without the presence of inconsistent parts.

APPLICATION
Arrange along the perimeter walls, the columns and the elements in elevation (including the pipes), a special tape of compressible material with a 
thickness of 0.7-1 cm.
a) Anchored screed: make sure that the substrate is dry, clean and consistent, free from dust, traces of gypsum and anything else that may limit 
adhesion. Apply an anchoring cementitious grout (setting bridge) with a brush to facilitate adhesion; this grout is obtained by mixing Portland cement 
with HERALAX FLEX, diluted with water. Immediately lay the screed using the " fresh on fresh " technique. In the case of anchored screeds it is 
necessary to reach a minimum thickness of 2 cm.
b) Floating screed: proceed with the spreading of polyethylene sheets (minimum thickness 0.2 mm) or tarred cardboard over the entire surface of 
the casting, so as to form a vapor barrier, taking care to overcome the joints by at least 20 cm. Cast the screed, taking care to insert a fine hexagonal 
mesh metal mesh in correspondence with any overlaps (such as pipes, etc.) or hollows. In the case of desolidarized screeds, the minimum 
achievable thickness is 3.5 cm. Accurately compact the material using suitable tools: the achievement of the mechanical characteristics depends 
substantially on the degree of compaction.
To obtain greater mechanical resistance to bending or to obtain a more uniform heat dissipation, it is possible to insert an electro-welded steel mesh 
in the middle of the thickness of the screed.

CLEANING
The tools used can be cleaned with water before the adhesive hardens; subsequently, cleaning can only take place by mechanical removal.

ITEM OF SPECIFICATIONS
For the realization of internal and external screeds with medium-rapid hardening and drying and controlled shrinkage, use a pre-dosed product 
compliant with the UNI EN 13813 standard of class CT-C25-F7- A1 fl, type HERAMASS PRONTO by HERAKEM SRL.
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 TECHNICAL DATA (at +23°C and 50% R.H.)
Appearance powder

Walkability after 12 hours*

Application temperature from +5°C to +35°C Color gray

Deformability non deformable

2100 Kg/m3 Transitability after 48 hours*

Maturation time
for laying ceramic floors 48÷72 hours*

7 days*

excellent

excellent

Resistance to oils

Resistance to acids and alkalis

excellent

poor

Resistance to aging

Moisture resistance

from -30°C to +90° C

18÷20 kg/m2 per cm of thicknessCosumption

Temperature resistance

Maturation time
for laying wooden and PVC floors

Bulk density of hardened mortar

Apparent volumetric mass
of the mix

2000 kg/m3

27 N/mm2

8,8 N/mm2

Mixing time 2÷3 minutes

Duration of the mix 40÷60 minutes

Solid residue

Flammability no

3824 5090 Customs heading

Storage

Mixing ratio 1,7÷2 l of water every 25 kg 

100%

Packaging 25 kg bag

PRODUCT FOR PROFESSIONAL USE

*DATA DETECTED UNDER REGULATORY CONDITIONS
This technical data sheet is based on the knowledge acquired thanks to our experience. We reserve the right to modify the data contained therein as a result of technical improvements 
and advances. Considering the different materials and different processing techniques, not subject to our direct control, we cannot assume any responsibility for the use of these 
indications. We therefore recommend that you carry out sufficient tests yourself and consult our Technical Assistance service.

WARNINGS

For application on soundproofing materials, the thickness of the 
screed must be sized according to the compressibility and 
thickness of the insulation used; the use of electrowelded mesh 
is always recommended.

Avoid using at temperatures above + 30 ° C.

The applied product must be protected from frost and rapid 
drying for at least 48 hours; avoid drafts. Normally a temperature 
of + 5 ° C is recommended as a minimum value for the 
application and for a good hardening of the product; below this 
value, the setting would be excessively delayed.

When casting, always insert an electro-welded mesh or pieces of iron 
rod and apply the gripping bridge (cement-synthetic latex grout.

Install wooden floors, resilient floors and the like only after 
making sure with a carbide hygrometer that the residual humidity 
is less than 2%. For the laying of wooden coverings on screeds 
made on underfloor heating, a residual humidity ≤ 1.7% is 
required (in compliance with the provisions of the UNI 11371 
standard).

The professional laying of a ceramic flooring with the "glue" 
method on any cement-based screed, must take place with a 
maximum residual humidity of approximately 4% HERAMASS 
PRONTO must only be used in its original state without the 
addition of other materials.
 

 

As soon as possible, make deep cuts between 1/3 and 1/5 of 
the thickness of the screed in the presence of edges, recesses, 
protrusions or continuous surfaces greater than 40m². These 
cuts have the function of reducing the possibility of formation of 
cracks due to hygrometric shrinkage of the product during the 
initial curing phase. The cuts are then covered by the flooring. 

Compressive strength
at 28 days

Flexural strength
at 28 days

12 months in the original packaging
in a dry place


